PROCAT6A ULTRA-FLEXIBLE

SKU: PROCAT6A-S

Ultra Flexible & Ultra Durable CA T Cable

No need to give up flexibility or durability, our PROCAT6A has it

all. With a TPE outer jacket and polyolefin insulation, our cable is
guaranteed to meet CA T6A specs through the ent irety of a 100 meter
run, while providing unparalleled durability and flexibility.

Technical Drawing

Connector Options

NEUTRIK® etherCON Elite Core Converta- Booted RJ45
TOP Series Shell

Main Features

e The TPE outer jacket is odorless and will not
collect dust or dirt, making it perfect for interior
and exterior applicat ions.

» Elite levels of flexibility and durability make our
CATG6A cable superior for touring. Hot or cold,
the PROCAT6A can handle any weather.

* Hand-built to hold no memory and lay flat.
Perfect to thr ow and go.

Technical Specs

Insulation

Outer Jacket Operating Temp. Shielding

Conductors

23 AWG Polyolefin TPE -58°F / 257°F Overall Aluminum Foil
F/UTP
Solid Bare Diameter: 1.12mm | Outside Diameter: 8.5mm _ Drain Wire 24 AWG
Copper Thickness: .275mm Thickness: .9mm Tinned Copper

Electrical Specs

Conductor DCR Capacitance Impedance Voltage Rating Temp. Voltage

21 Ohm/1000ft 16 pF/ft 100 Ohm 300V 30°C

v FOREVER WARRANTY
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